








Specification

1/0 Interface

Connectivity

Graphics

Language

Card Reader

Input x4, Output x4, Wiegand data x1,
RJ45, USB 2.0 ( Internal Use )

Video Format

Bluetooth 2.0 + EDR,
WiFi802.11b/g/n, TCP/IP

OpenGL SGX540 Graphics Accelerator

English, Chinese

Traditional/Simplified
(Traditional/Simplified) Sound Format

Up to 1,000 cards
(NXP Mifare 13.56 MHz)

Intercom Video Image Format
Memo Video x Max 50 memos Dimension
Doorbell External Hardwire Connection
Standard Multi-touch standard/
Authentication random number
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86mm 12.5mm 41.5mm A Wiegand Output D Ethernet RJ45
B Input (1-4) E Output (1- 4)
C Voltage 12V Normal Open/Close
+/- Voltage
Item Description Item Description
Display 3.45” Multi-touch TET LCD Other Colours, Tabbing, Patterns, Gesture
Authentication
Resolution 320 x 240 pixels
Alarm Up to 4 security zones with Mobile
Camera Full Colour Camera, 300K Pixels APPs notification
Chipset Cortex A8 1.0 GHz Video Connect to DVR System
Surveillance
Operating System Google Android
o Add-On Time Attendance with GPS and
Built-in memory 512 MB DDR2 Cloud Service / PoE
Nand Flash 8GB Speaker and Mic 8 Ohms 1 Watt, 100-8KHz (Sensitive
Memory

Silicon Mic., effective range 3m)

AVI, ASF(WMV, WMA), MP4(MOYV,
3GP, SKM, K3G), MPEG-PS, MPEG-TS,
AVCHD(M2TS), Matroska, RM,
H.264(AVC) run with MP4, MPEG-4
Video (DIVX 4/5/6, XVID), MPEG-2
Video, WMV-9V(VC-1), WMV 7/8,
Real Video 8/9/10, DIVX3,
MS-MPEGv2

OGM, OGG, Wave, MP3, AAC format
(ADTS), FLAC, Mpeg, Audio, AAC,
AC3, WMA, RA(RealAudio-Cook)

JPG, JPEG, GIF, BMP, PNG

Nominal Plate 86 x 86 x 12.5mm
Flush Mounting back box
70x70x41.5mm
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